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ELECTRONIC TUBE REFERENCE

BD22

Diode (NOT rectifier) electronic tube

STANDARDIZED ARCHIVAL DATASHEET

CONSOLIDATED TECHNICAL DATA

1 SECTION
CONSTRUCTION

DIODE

High-current rare-gas-filled cold-cathode diode for pulsed capacitor-discharge switching and high-voltage

ignition service.

GENERAL CHARACTERISTICS

BASE DESIGNATION

NOMINAL HEATER -/ -

HEATING Indirect; cold cathode
CATHODE Separate cathodes
ARRANGEMENT

SECTION RATINGS

BASE PINS

PARALLEL HEATER

SERIES OPERATION

SECTION
CONSTRUCTION

9
_/_
Not specified

Similar

secTion1 Diode

MAXIMUM CATHODE CURRENT

10 A

Cold-cathode switching/relay/display section; device-specific glow-discharge values preserved in

parameter table.

High-current rare-gas-filled cold-cathode switching diode for pulsed capacitor-discharge switching and

high-voltage ignition service.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS
1962 Cerberus

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1962 CERBERUS

Section 1 - Diode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
BreakdownVoltage 360-440 V —
ArcVoltage 15V At 50 mA
PARAMETER PUBLISHED VALUE CONDITION / NOTE
Peak Anode Current 10 A —
DischargeEnergy 517 Per discharge

DischargeFrequency 2 Hz —
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