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ELECTRONIC TUBE REFERENCE

BS834

STANDARDIZED ARCHIVAL DATASHEET

Specialized - Switching Tube electronic tube

CONSOLIDATED TECHNICAL DATA
1 SECTION

CONSTRUCTION
MICROWAVETRSWITCH

Broadband low-loss plug-in pre-TR tube requiring no external electrical connections, used ahead of radar

receiver protection stages.

GENERAL CHARACTERISTICS

BASE DESIGNATION

NOMINAL HEATER -/ -

HEATING Indirect

CATHODE Separate cathodes
ARRANGEMENT

SECTION RATINGS

BASE PINS

PARALLEL HEATER

SERIES OPERATION

SECTION
CONSTRUCTION

_/_
Not specified

Similar

sectiont MicrowaveTRSwitch

No fixed ratings recorded.

Broad-band low-loss plug-in pre-TR tube with no external connections.

TUBE TINKER - BS834

PAGE 1 OF 2



—rr 1=

ELECTRON TUBE DATABASE

UBE N ﬂl\“[K(E)HTP SOURCE DATA APPENDIX

W —

SOURCE OPERATING CO{\IDITIONS )
1971 English Electric Valve

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1971 ENGLISH ELECTRIC VALVE
Section 1 - MicrowaveTRSwitch

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Frequency range 2-12 GHz —
OTHER
PARAMETER PUBLISHED VALUE CONDITION / NOTE
Transmitter power peak 2.5 MW —
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