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Bendix Channeltron ultraviolet photon-counter tube for detecting and counting individual ultraviolet
photons.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS -

NOMINAL HEATER _ /- PARALLEL HEATER _ /-

HEATING Indirect SERIES OPERATION Not specified
I(ilfﬂ-{':\(:lZEMENT Separate cathodes (S::E)(I:\I-I-SI'?FI{\IUCTION simitar

SECTION RATINGS

section: PhotonCounter
No fixed ratings recorded.
Applicable promoted ratings are stored here; specialized device characteristics are retained as parameter

rows.

BX760: Bendix Channeltron ultraviolet photon-counter tube. Published ratings, operating characteristics,
and specialized device parameters are preserved from the complete approved datasheet.
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SOURCE OPERATING CONI.)ITIONS
196X Bendix

Published test conditions and operating points. Values on this page are preserved as reported by this source.

196X BENDIX
Section 1 - PhotonCounter

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Detector type Channeltron ultraviolet photon counter —

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Channeltron multiplier 3100 V —

voltage

Spectral range 1450-1900 angstrom —
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