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CONSTRUCTION

Specialized - Cathode Ray electronic tube R

Brimar high-voltage television cathode-ray tube with magnetic focusing and magnetic deflection. The
family uses an aluminized picture screen for direct-view domestic monochrome receiver service.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 2V / 1.4 A PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1 Cathode Ray

MAXIMUM PLATE VOLTAGE 6000 V

Published Brimar ratings and characteristics promoted where applicable; additional data retained as
parameters.

High-voltage cathode-ray tube for domestic television with magnetic focus and deflection.
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SOURCE OPERATINfi CONDITIONS .
1948 Brimar Radio Valve Manual

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1948 BRIMAR RADIO VALVE MANUAL

Section 1 - Cathode Ray

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Focusing method Magnetic —

Deflection method Magnetic —

APPLICATION

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Application Domestic television picture tube —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Typical anode voltage 5000 V —
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‘EMJ SOURCE DATA APPENDIX

SOURCE OPERATIN.G CONDITIONS .
1958 Brimar Radio Valve No 7

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1958 BRIMAR RADIO VALVE NO 7

Section 1 - Cathode Ray

APPLICATION

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Application Television picture display —
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https://tubetinker.com/artifacts/C9A-1948%20Brimar%20Radio%20Valve%20Manual.pdf
https://tubetinker.com/artifacts/C9A-1958%20Brimar%20Radio%20Valve%20No%207.pdf

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Focusing method Magnetic —
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