
ELECTRONIC TUBE REFERENCE

D10191GM
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

CATHODERAY

Single-beam flat-faced oscilloscope CRT with mesh electrode, high deflection sensitivity, and high

accuracy, designed for compact portable wideband oscilloscopes with shallow mounting depth.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.3 V / 92 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Cathode Ray

No fixed ratings recorded.

Cathode-ray/oscilloscope section; operating voltages and deflection characteristics are preserved in

parameter rows.

Single-beam oscilloscope tube with rectangular flat-faced screen, mesh electrode, high deflection

sensitivity and high accuracy, for portable wideband oscilloscopes of small mounting depth.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

195X AEG Telefunken
Published test conditions and operating points. Values on this page are preserved as reported by this source.

195X AEG TELEFUNKEN

Section 1 · Cathode Ray

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Mean Deflection Plate

Potential

500 V Published typical operating condition or

characteristic from the approved datasheet.

First Acceleration Voltage 500 V Published typical operating condition or

characteristic from the approved datasheet.

Post-deflection Acceleration

Voltage

3000 V Published typical operating condition or

characteristic from the approved datasheet.

Wehnelt Voltage for Spot

Cut-off

-95–-45 V Published typical operating condition or

characteristic from the approved datasheet.

Modulation Voltage 35 V Published typical operating condition or

characteristic from the approved datasheet.

Focusing Voltage 0–40 V Published typical operating condition or

characteristic from the approved datasheet.

Astigmatism Correction

Voltage

460–540 V Published typical operating condition or

characteristic from the approved datasheet.

Geometry Correction Voltage 460–540 V Published typical operating condition or

characteristic from the approved datasheet.

Mesh Electrode Voltage 410–505 V Published typical operating condition or

characteristic from the approved datasheet.

Heater Voltage 6.3 V Published heater rating.

Heater Current 92 mA Published heater rating.

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Deflection Coefficient Y 72–85 V/cm Published typical operating condition or

characteristic from the approved datasheet.

Tube Tinker

TUBE TINKER · D10191GM PAGE 2 OF 3

http://127.0.0.1:8080/


An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER · D10191GM PAGE 3 OF 3

http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

