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E 1 1 SECTION

CONSTRUCTION
Voltage - Tetrode electronic tube UEuldele)=

Directly heated electrometer tetrode for measuring extremely small currents. Its low-power filament and
high input resistance suit sensitive instrumentation.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 2.5V / 85 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1 Tetrode

TRANSCONDUCTANCE 0.00003 S

Directly heated electrometer tetrode.
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SOURCE OPERATING CONDITIONS

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1960 MAZDA
Section 1 - Tetrode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Typical anode voltage 9V _
Typical grid 1 voltage 6V _
Typical grid 2 voltage -2V —

TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER + E1 PAGE 2 OF 2


https://tubetinker.com/artifacts/E1-1960%20Mazda.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

