
ELECTRONIC TUBE REFERENCE

EF804
Voltage - Pentode electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

PENTODE

Telefunken low-hum, low-microphony audio pentode designed for sensitive microphone and preamplifier

voltage-amplifier stages.

BASE DESIGNATION — BASE PINS 9

NOMINAL HEATER 6.3 V / 200 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Pentode

TRANSCONDUCTANCE 0.002 S

MAXIMUM PLATE VOLTAGE 300 V

MAXIMUM SCREEN VOLTAGE 200 V

MAXIMUM PLATE DISSIPATION 1.5 W

MAXIMUM SCREEN DISSIPATION 0.2 W

Published Telefunken values promoted where applicable; additional values retained as parameters.

Low-hum low-microphony AF pentode.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings

TUBE TINKER · EF804 PAGE 1 OF 2



SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1959 Telefunken
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1959 TELEFUNKEN

Section 1 · Pentode

APPLICATION

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Triode-connected operation Published TriodeConnection

Tube Tinker
An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER · EF804 PAGE 2 OF 2

https://tubetinker.com/artifacts/EF804-1959%20Telefunken.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

