
ELECTRONIC TUBE REFERENCE

F1123
Specialized - Magnetron electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

MAGNETRON

Microwave magnetron oscillator covering approximately 2.425–2.475 GHz, consistent with the industrial

ISM heating band and continuous microwave-power applications.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 15 V / — PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Magnetron

MAXIMUM CATHODE CURRENT 1 mA

The F1123 is a microwave magnetron oscillator covering approximately 2.425-2.475 GHz.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1972 Thomson CSF
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1972 THOMSON CSF

Section 1 · Magnetron

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Frequency Range 2.425-2.475 GHz —

Heater Voltage 15 V —

Heater Current 16-20 A —

RF Output Power 5 kW —

APPLICATION

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Oscillator Service Magnetron —
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