
ELECTRONIC TUBE REFERENCE

F8086
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

2 SECTIONS

CONSTRUCTION

CATHODERAY-CATHODERAY

High-resolution direct-view storage CRT for off-centered plan-position-indicator radar display, using one

writing gun plus a flood or viewing gun to retain and continuously present stored radar information.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.3 V / 600 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Dissimilar

SECTION1 Cathode Ray

No fixed ratings recorded.

Distinct physical gun section; device-specific electrode voltages are retained in

TUBE_SECTION_PARAMETER.

SECTION2 Cathode Ray

No fixed ratings recorded.

Distinct physical gun section; device-specific electrode voltages are retained in

TUBE_SECTION_PARAMETER.

High-resolution direct-view storage CRT for off-centered PPI radar display; one writing gun plus

flood/viewing gun.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1972 Thomson CSF
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1972 THOMSON CSF

Section 1 · Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Writing Gun Heater Voltage 6.3 V —

Writing Gun Heater Current 600 mA —

Writing Gun Count 1 count —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Writing Gun Cathode Voltage -3000 V Negative with respect to ground

Writing Gun Focus Voltage -3000 V —

CAPACITANCE

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Cathode to Internal Elements

Capacitance Maximum

8 pF —

Grid 1 to Internal Elements

Capacitance Maximum

7 pF —

1972 THOMSON CSF

Section 2 · Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Flood Gun Heater Voltage 6.3 V —

Flood Gun Heater Current 600 mA —

Storage Type Direct-view storage —
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OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Viewing Screen Voltage

Maximum

8 kV —

Tube Tinker
An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER · F8086 PAGE 3 OF 3

http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

