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ELECTRONIC TUBE REFERENCE
CTRONIC TU ¢ CONSOLIDATED TECHNICAL DATA
CONSTRUCTION

Specialized - Cathode Ray electronic tube EONLIUDE

Five-inch direct-view storage cathode-ray tube designed to write and retain electronic information for
persistent display. Its storage target allows information to remain visible without continuous refresh.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 6.3V / 2.1A PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1 Cathode Ray

MAXIMUM PLATE VOLTAGE 12000 V

Five-inch electrostatic direct-view storage cathode-ray tube.
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SOURCE OPERATING CONDITIONS

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1962 ITT

Section 1 - Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Heater Voltage 6.3V —

Heater Current 2.1 A —

Typical Viewing Screen 10000 V —

Voltage

Collector Voltage 150 v —

Write Cathode Voltage -2500 V —

Cathode Preheat Time 60 s —

Flood Heater Current 2.1 A —

Write Heater Current 600 mA —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum Viewing/High-Voltage 12000 V —
Electrode Potential

TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER - FW212 PAGE 2 OF 2


https://tubetinker.com/artifacts/FW212-1962%20ITT.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

