
ELECTRONIC TUBE REFERENCE

GL6848
Power - Tetrode (NOT beam) (over 1000V 100W) electronic

tube

CONSOLIDATED TECHNICAL

DATA

1 SECTION

CONSTRUCTION

TETRODE

Metal-ceramic high-power UHF tetrode designed for grounded-grid RF amplifier or oscillator service. Its

professional construction supports substantial radio-frequency output.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.7 V / 7 A PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Tetrode

MAXIMUM PLATE VOLTAGE 2500 V

MAXIMUM PLATE DISSIPATION 2000 W

Promoted fields mapped from printed ratings/characteristics headings; specialized published data retained

in parameter rows.

Metal-and-ceramic high-power UHF tetrode for grounded-grid RF amplifier or oscillator service.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1968 General Electric Co
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1968 GENERAL ELECTRIC CO

Section 1 · Tetrode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

ET-TI 658 A ET-TI658A

Cathode Bombarding Voltage,

DC Static Pressure. 3.2 1.5

0.8 in Cathode Bombarding Voltage, DC Static

Pressure. 3.2 1.5 0.8 Inches

ET-T 1658 A ET-T1658A

DIAMETER A -0.024 in DIAMETER A-0.024 INCHES

DIAMETER B 0.024 in DIAMETER B- 0.024 INCHES

DIAMETER C 0.03 in DIAMETER C- 0.030 INCHES

DIAMETERD 0.05 in DIAMETERD- 0.050 INCHES

DIAMETERE 0.05 in DIAMETERE- 0.050 INCHES
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