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GR20
CONSTRUCTION

Specialized - Switching Tube electronic tube LEEee il uteld)

Cold-cathode DC relay triode with two starters and a keep-alive electrode, suitable for control and
counting circuits requiring stable switching.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 9

NOMINAL HEATER — /- PARALLEL HEATER — /-

HEATING Indirect; cold cathode SERIES OPERATION Not specified
I(ilfﬂ-{':\(:lZEMENT Separate cathodes (S::E)(I:\I-I-SI'?FI{\IUCTION Simitar

SECTION RATINGS

sectiono RelayControlSwitch

MAXIMUM CATHODE CURRENT 30 mA

Cold-cathode switching/relay/display section; device-specific glow-discharge values preserved in
parameter table.

Cold-cathode DC relay triode with two starters and keep-alive electrode, suitable for control and counting
circuits.
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SOURCE OPERATING CONDITIONS
1962 Cerberus

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1962 CERBERUS

Section 0 - RelayControlSwitch

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
BreakdownVoltageAK 300-350 V —

SustainingVoltageAK 105-114 V —

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Cathode Current 4-30 mA —

Anode Supply Voltage 180-270 V —

KeepAliveAnodeCurrent —20 uA —
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