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Voltage - Pentode Remote Cutoff (single) electronic tube PENTODE

Variable-mu pentode for RF, IF, and audio-frequency amplification in higher-voltage low-current heater
systems.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 7
NOMINAL HEATER 12.6 V / 150 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTion1 Pentode

PLATE RESISTANCE 1500000 Q
TRANSCONDUCTANCE 0.0044 S
MAXIMUM PLATE VOLTAGE 250 V
MAXIMUM SCREEN VOLTAGE 100 V

Variable-mu pentode for RF, IF and AF amplification.

TUBE TINKER - HF93 PAGE 1 OF 2



TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

)26 Tube Tinker

TUBE TINKER - HF93 PAGE 2 OF 2


http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

