
ELECTRONIC TUBE REFERENCE

HRP1482M
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

CATHODERAY

High-vacuum cathode-ray tube documented in German military technical literature. The available source

provides operating data and limiting ratings but does not establish a narrower display application strongly

enough for functional recategorization.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER — / — PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT
Separate cathodes SECTION

CONSTRUCTION
Similar

SECTION1 Cathode Ray

No fixed ratings recorded.

Published ratings and characteristic constants promoted where applicable.

HRP1482M: high-vacuum cathode-ray tube with published operating data and limiting ratings. The

approved German-language datasheet was translated and interpreted by technical meaning.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

194X Wehrmacht Rohren
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

194X WEHRMACHT ROHREN

Section 1 · Cathode Ray

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Anode voltage 2000 V —

Heater voltage 6 V —
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https://tubetinker.com/artifacts/HRP1482M-194X%20Wehrmacht%20Rohren.pdf

