
ELECTRONIC TUBE REFERENCE

IV28A
Tuning Indicator electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

TUNINGINDICATOR

Flat nine-position vacuum-fluorescent segmented indicator for displaying digits and signs, with separate

grids controlling each green-emitting position.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 1.5 V / 100 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Tuning Indicator

No fixed ratings recorded.

Electrical values not fitting canonical promoted fields are preserved in TUBE_SECTION_PARAMETER.

Flat nine-position vacuum fluorescent indicator for digits and signs. Each position is formed from green-

emitting anode segments with separate grids.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

196X Nixie Russian 1
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

196X NIXIE RUSSIAN 1

Section 1 · Tuning Indicator

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Number of display positions 9 Published datasheet value

Character width 3.7 mm Published datasheet value

Character height 5.5 mm Published datasheet value
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