
ELECTRONIC TUBE REFERENCE

JPT901
Specialized - Magnetron electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

MAGNETRON

Forced-air-cooled packaged tunable magnetron for continuous-wave X-band service with amplitude-

modulation capability.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.3 V / 600 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Magnetron

MAXIMUM PLATE VOLTAGE 1100 V

MAXIMUM PLATE DISSIPATION 60 W

MAXIMUM CATHODE CURRENT 100 mA

CW tunable magnetron; anode voltage/current/power mapped to closest promoted fields.

Forced-air-cooled packaged tunable magnetron for continuous-wave X-band service and amplitude

modulation. Published ratings, characteristics, operating data, capacitances, microwave/noise data, or

gauge-head data were retained according to the physical device and mapped only to compatible locked-

schema fields.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1999 Philips E-Z
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1999 PHILIPS E-Z

Section 1 · Magnetron

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Frequency range 9150–9600 MHz —

Typical anode voltage range 900-1100 V Ia=50mA

Frequency pulling maximum 20 MHz VSWR=1.5

Frequency pushing maximum 1 MHz/mA —

Tuning range 450 MHz —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum anode voltage 1100 V —

Maximum anode current 100 mA ModulatedCW

Maximum anode input power 60 W —

Minimum output power 5 W —
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