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Voltage - Pentode electronic tube RERIODE

Directly heated 2 V battery pentode for small-signal amplifier service with comparatively strong current
capability.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 2V / 150 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTion1 Pentode

PLATE RESISTANCE 100000 Q
TRANSCONDUCTANCE 0.0017 S
MAXIMUM PLATE VOLTAGE 135 V
MAXIMUM SCREEN VOLTAGE 135 V
MAXIMUM PLATE DISSIPATION 1.5 W
MAXIMUM SCREEN DISSIPATION 0.3 W
MAXIMUM CATHODE CURRENT 12 mA

Directly heated battery pentode

Directly heated battery pentode. The supplied Philips datasheet provides operating characteristics,
limiting values, capacitances, and application information; non-English material is represented in English
in the descriptive output.
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SOURCE OPERATIN(.S C.ONDITIONS
1999 Philips E-Z

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1999 PHILIPS E-Z
Section 1 - Pentode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
VI 2V —
If 150 mA —
mm )*In- 1A —
%-—1 8 s —
PARAMETER PUBLISHED VALUE CONDITION / NOTE
Va 90 133 V —
Vg2 90 100 V —
Vgl .4,% 4 v —
Ia 8 8 mA —
Igl 1,2 1.2 mA —
S (Vgl -6,4) 1.7 mA/V —
S (Vgl m e« 4.5V —
RI (Vgl [1] -6 V —
RI (Vgl [2] 100000 0 —
RI (vgl [1] 4.5 V —
RI (Vgl [2] 80000 0 —
Va max 135 Vv —
Wa max 1.5 W —
Ik max 12 mA —
Vg20 mat 135 Vv —

Vgl max 100 V —
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https://tubetinker.com/artifacts/KL1-1999%20Philips%20E-Z.pdf

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Vgl max (Igl [1] 0.3 pA —
Vgl max (Igl [2] -0.2 V —
Rglf max 1.5 MQ —
\fib 0,2 0.4 W —
Ra 14000 14000 Q —
Vgl eR 3 4.2V —

TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER - KL1 PAGE 3 OF 3


http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

