
ELECTRONIC TUBE REFERENCE

M24100W
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

CATHODERAY

Twenty-four-centimeter rectangular monitor/display CRT with metal-backed white screen and

approximately 900-line resolution, designed for high-detail professional direct-view monitoring.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.3 V / 300 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Cathode Ray

No fixed ratings recorded.

24 cm rectangular monitor/display cathode-ray tube with metal-backed white screen and 900-line

resolution

M24100W is a 24 cm rectangular monitor/display cathode-ray tube with metal-backed white screen and

900-line resolution. The supplied Philips datasheet was read for construction, heater or filament data,

limiting ratings, characteristic constants, operating conditions, capacitances, screen data, and application

information where published.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1999 Philips E-Z
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1999 PHILIPS E-Z

Section 1 · Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Deflection angle 90 degree —

Resolution 900 lines —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Useful diagonal 225 mm —

Useful width 190 mm —

Useful height 140 mm —
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