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N 1 8 1 SECTION

CONSTRUCTION
Power - Pentode (NOT beam) electronic tube PENTODE

Directly heated miniature battery power pentode with flexible 1.4/2.8 V series-parallel filament operation.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 7
NOMINAL HEATER PARALLEL HEATER

2.8V / 50 mA 1.4V / 100 mA
HEATING : SERIES OPERATION

Direct Capable
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTioNn1 Pentode

MAXIMUM PLATE VOLTAGE 90 V

MAXIMUM SCREEN VOLTAGE 90 V

The Marconi N18 is a directly heated miniature output pentode with series/parallel filament.
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SOURCE OPERATING CONDITIOi\IS ‘
1955 Marconi

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1955 MARCONI
Section 1 - Pentode

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Series filament voltage 2.8V —
Series filament current 50 mA —
Parallel filament voltage 1.4V —
Parallel filament current 100 mA —
Maximum plate voltage 90 V —
Maximum screen voltage 90 V —

APPLICATION

PARAMETER PUBLISHED VALUE CONDITION

/ NOTE
Primary Directly heated miniature output pentode with series/parallel filament. —
application
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