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CONSTRUCTION

Power - Pentode (NOT beam) electronic tube PENTODE-PENTODE

Battery double-pentode output valve for quiescent push-pull audio service, combining two matched power
pentode sections in one envelope.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 7
NOMINAL HEATER 2V / 200 mA PARALLEL HEATER — /-
CATHODE Common cathode SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTion1 Pentode

TRANSCONDUCTANCE 0.003 S
MAXIMUM PLATE VOLTAGE 120 V
MAXIMUM SCREEN VOLTAGE 120 V

One representative section row for the matched repeated pentode sections.

secTion2 Pentode

TRANSCONDUCTANCE 0.003 S
MAXIMUM PLATE VOLTAGE 120 V
MAXIMUM SCREEN VOLTAGE 120 V

Second physical pentode section; added to align rows with SectionCount.

Battery double pentode output valve for quiescent push-pull audio service, combining two matched power
pentode sections in one envelope.
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SOURCE OPERATING CONDITIONS

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1960 MAZDA
Section 1 - Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Anode voltage 110 V PushPull
Screen voltage 110 V PushPull
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