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CTRONIC TU ‘ CONSOLIDATED TECHNICAL DATA
SN4
CONSTRUCTION

Specialized - Switching Tube electronic tube UHRAEABEoLE

Cold-cathode inert-gas switching tube for condenser-discharge circuits, stroboscopic light pulses, relays,
and controls. Heaterless gas discharge provides rapid switching.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _

NOMINAL HEATER — /- PARALLEL HEATER /-

HEATING Indirect; cold cathode SERIES OPERATION Not specified
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1 Thyratron
MAXIMUM PLATE VOLTAGE 300 V

MAXIMUM CATHODE CURRENT 50 mA

Ratings and characteristics promoted from the supplied Sylvania source where explicitly published.

Cold-cathode inert-gas-filled switching tube for condenser-discharge circuits, stroboscopic light pulses,
relays, and controls.
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UBE N ﬂl\“[K(E)HTP SOURCE DATA APPENDIX
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SOURCE OPERATING CONDIT.IONS
1950 Sylvania

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1950 SYLVANIA
Section 1 - Thyratron

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Peak Inverse Anode Voltage 50 V —

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

PeakCathodeCurrentMinimum 5A —
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