
ELECTRONIC TUBE REFERENCE

TG20
Specialized - Switching Tube electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

SURGEPROTECTOR

Bendix cold-cathode sealed spark gap for high-voltage overvoltage protection. Gas-discharge breakdown

safely shunts damaging voltage surges.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER — / — PARALLEL HEATER — / —

HEATING Indirect; cold cathode SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 SurgeProtector

No fixed ratings recorded.

Applicable promoted ratings are stored here; specialized device characteristics are retained as parameter

rows.

TG20: Bendix cold-cathode sealed spark gap for high-voltage overvoltage protection. Published ratings,

operating characteristics, and specialized device parameters are preserved from the complete approved

datasheet.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

196X Bendix
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

196X BENDIX

Section 1 · SurgeProtector

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Initial pulse breakdown

voltage

17 kV —

Repetitive pulse breakdown

voltage

17 kV —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Minimum ambient temperature -55 °C —

Maximum ambient temperature 85 °C —

Vibration rating 10 G —
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