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U F 9 1 SECTION

CONSTRUCTION
Voltage - Pentode Remote Cutoff (single) electronic tube PENTODE

Variable-mu or remote-cutoff pentode designed for RF, IF, broadband, or AVC-controlled receiver
amplification.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 3
NOMINAL HEATER 12.6 V / 100 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTion1 Pentode

PLATE RESISTANCE

1200000 Q
TRANSCONDUCTANCE 0.0023 S
MAXIMUM PLATE VOLTAGE 250 V
MAXIMUM SCREEN VOLTAGE 250 V

Published ratings and characteristics promoted semantically from the approved source; identical repeated
sections compressed where applicable.

Variable-mu series-heater pentode for RF, IF, and audio amplifier service.
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SOURCE DATA APPENDIX

1957 Philips Receiving and Amplifying

Tubes

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1957 PHILIPS RECEIVING AND AMPLIFYING TUBES
Section 1 - Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Plate Voltage 170 V —

Plate Current 6 mA —

Screen Voltage 120 V —

Screen Current 1.75 mA —

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transconductance 2300 pS —

Plate Resistance 1200000 ohm —
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H: IN MIN Fk SOURCE DATA APPENDIX

SOURCE OPERATIN(;‘; C.ONDITIONS
1999 Philips E-Z

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1999 PHILIPS E-Z
Section 1 - Pentode

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Capacitées Cagl < 0,002 pF 0.002 a Capacitées Cagl < 0,002 pF

Capacitances Cq 7.5 a Capacitances Cq = 7,5 pF
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https://tubetinker.com/artifacts/UF9-1957%20Philips%20Receiving%20and%20Amplifying%20Tubes.pdf
https://tubetinker.com/artifacts/UF9-1999%20Philips%20E-Z.pdf

PARAMETER PUBLISHED VALUE CONDITION / NOTE

fication on grid 1 1la fication on grid 1
de l'amplification sur la 1la de 'amplification sur la grille 1
grille 1
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