
ELECTRONIC TUBE REFERENCE

Z2B
Rectifier - Full Wave electronic tube

CONSOLIDATED TECHNICAL DATA

2 SECTIONS

CONSTRUCTION

RECTIFIER-RECTIFIER

Directly heated full-wave rectifier containing two rectifying systems for receiver power supplies. Its four-

volt filament provides moderate current for conventional radio and electronic AC-to-DC conversion.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 4 V / 1.6 A PARALLEL HEATER — / —

HEATING Direct SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Rectifier

PLATE RESISTANCE 500 Ω

NOMINAL OUTPUT CURRENT 100 mA

Representative section for two full-wave rectifier systems.

SECTION2 Rectifier

NOMINAL OUTPUT CURRENT 100 mA

Directly heated full-wave rectifier with two rectifying systems for receiver power supplies.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1953 RFT Rundfunk Technik
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1953 RFT RUNDFUNK TECHNIK

Section 1 · Rectifier

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 4 V Published nominal value

Heater current 1.6 A Published nominal value

Internal resistance per

section

500 ohm At 80 mA per section; less than 0.5 kOhm

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transformer voltage 400 V Per anode; source prints 2 x 400 V

Maximum DC output current 100 mA Published limit

1953 RFT RUNDFUNK TECHNIK

Section 2 · Rectifier

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 4 V Published nominal value

Heater current 1.6 A Published nominal value

Internal resistance per

section

500 ohm At 80 mA per section; less than 0.5 kOhm

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transformer voltage 400 V Per anode; source prints 2 x 400 V

Maximum DC output current 100 mA Published limit
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SOURCE OPERATING CONDITIONS

1999 Philips E-Z
Published test conditions and operating points. Values on this page are preserved as reported by this source.

1999 PHILIPS E-Z

Section 1 · Rectifier

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

igxC3 27 A —

W, 40 W —

Steilheid (max.) ... .S, 45 mA —

Inwendige weerst. (min.)

Ri,,,;,

49000 ohm —
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