
ELECTRONIC TUBE REFERENCE

ZM1005R
Nixie electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

NIXIE

Long-life cold-cathode ten-digit side-viewing numerical indicator. The R variant retains the shaped-

cathode direct decimal display function and extended-life construction of the ZM1005 indicator family.

BASE DESIGNATION — BASE PINS 16

NOMINAL HEATER — / — PARALLEL HEATER — / —

HEATING Indirect; cold cathode SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Nixie

MAXIMUM PLATE VOLTAGE 170 V

MAXIMUM CATHODE CURRENT 6 mA

MAXIMUM REGULATOR CURRENT 2.5 A

STARTING VOLTAGE 170 V

Single indicator/counting section. Nixie-specific electrical ratings and operating data are retained in

TUBE_SECTION_PARAMETER.

ZM1005R is a long-life 10-digit side-viewing indicator, classified as Nixie for this batch. The supplied

datasheet provides cold-cathode display ratings, operating conditions, and mechanical/display

information.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings

TUBE TINKER · ZM1005R PAGE 1 OF 3



SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1969 Nixie Valvo
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1969 NIXIE VALVO

Section 1 · Nixie

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Supply voltage 170 V Nominal

Continuous anode current 2.5 mA Max; integration time <=20 ms

Pulse anode current 6–20 mA Peak range

Pulse duration 25–1500 us Allowed range

Driven-to-undriven cathode

voltage

70–115 V Recommended range

Anode-to-undriven cathode

voltage

—–115 V Absolute maximum

Decimal point series

resistor

10 kOhm +/-10%

Auxiliary electrode resistor 10 MOhm +/-10%

Ambient temperature -50–70 degC Absolute range

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Ignition voltage 170 V Typical

Extinction voltage 118 V Typical

Cathode resonance frequency 300–800 Hz Published range

Life at 10 mA peak current 100000 h Changing display; 2 mA average

Life at 20 mA peak current 20000 h Changing display; 2 mA average

Digit height 15 mm Side-visible decimal digits

SOURCE DATA APPENDIX
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SOURCE OPERATING CONDITIONS

196X Nixie Random Datasheets
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

196X NIXIE RANDOM DATASHEETS

Section 1 · Nixie

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Character/Numeral Height 14 mm Published datasheet value

Ignition Voltage Maximum 170 V Published datasheet value

Cathode/Anode Current

Maximum

2.5 mA Published datasheet value

Peak Anode Current 6 mA Published datasheet value

Primer Resistor 10 MOhm Primer supply >=170 V

Pulse Anode Voltage Minimum 170 V Pulse operation

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Supply Voltage Minimum 170 V Published datasheet value

Extinguishing Voltage

Minimum

118 V Published datasheet value

Cathode Selecting Voltage

Minimum

70 V Published datasheet value
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